


ECO-MENT:

Product Name:
Capitol Eco-Ment® Spec™ Cement

Manufacturing Location:
Capitol Aggregates, Inc.
11551 Nacogdoches Road
San Antonio, TX 78217

Description:
Capitol Eco-Ment® Spec™ Cement meets the
requirements of ASTM C595/C595M Standard
Specification for Blended Hydraulic Cement as a
Type IL cement. Capitol Eco-Ment® Spec™ Cement
can be used in general construction applications as
well as cement for lime mortar.

Packaging:
Bulk and 92.6 Ibs (42 kg) Bags

Technical Data:
ASTM International
* ASTM C-595 Standard Specification for Blended
Hydraulic Cement
* ASTM C-150 Standard Specification for Portland
Cement
* ASTM C-1157 Standard Performance Specification
for Hydraulic Cement
* ASTM C-270 Standard Specification for Mortar
or Unit Masonry
* ASTM C-387 Standard Specification for Packaged,
Dry, Combined Materials for Mortar and Concrete

American Concrete Institute (ACl)
* ACI 225R-99 Guide to the Selection and Use of
Hydraulic Cements

Test Result Reports Available on Request:
* ASTM C-1012 — Length Change of Hydraulic
Cement Mortars Exposed to Sulfate Solution
* ASTM C-1038 —Test Method for Expansion of
Hydraulic Cement Mortar Bars stored in Water
* Manufacturers Certification Meeting the
Requirements of ASTM C-595
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Application:

+ Capitol Eco-Ment® Spec™ Cement can also be
used to make concrete either in ready mix,
volumetric, or concrete products manufacturing
operations. General construction elements and
structural components can be produced with
our Capitol Eco-Ment® Spec™ Cement as well.

* Capitol Eco-Ment® Spec™ Cement can be mixed
with hydrated and mason sand to produce a
mortar suitable for brick, block, or stone as used
in chimneys and walls or in stucco applications.

Technical Guidance:

Consult the following documents for general

guidance on using Capitol Eco-Ment® Spec™

Cement in mortar for masonry applications.

* ASTM C-270 Standard Specification for Mortar
for Unit Masonry

* ASTM C-387 Standard Specification for Packaged,
Dry, Combined Materials for Mortar and Concrete

* ACI 530.1 Specification for Masonry Structures

Concrete Proportions Guidelines:

* ACI 211.2-98 Standard Practice for Selecting
Proportions for Normal, Heavywieght, and Mass
Concrete

« Capitol Eco-Ment® Spec™ Cement should be
tested with actual materials used in concrete
production.

Safety:

REFER TO THE MATERIAL DATA SAFETY SHEET
(MSDS) BEFORE USING THIS PRODUCT.

www.capitolaggregates.com/msds.html

Technical Support:

For technical assistance please contact Capitol
Aggregates.

Phone: 210-871-6119
Email: info@capitolaggregates.com

ATTENTION: NO WARRANTY.The information and test results contained in this document are provided by Capitol Aggregates, Inc. without any warranty, guarantee, or representation of any kind
whether statutory, express, implied, including without limit, any related to the samples tested, any cement products, testing facilities, qualifications of testing personnel, testing means, methods or
results, or the suitability, safety or utility of, or compliance by any of the forgoing with any legal, regulatory, performance or any other safety standard, accuracy, FITNESS FORANY PARTICULAR
PURPOSE, in any event regardless of trade use or custom of dealing.This information is provided as a courtesy only, not for hire, and is not intended to induce reliance by any person or entity.



